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ROTARY VALVE (030.400)

NOTES:
1. MATERIAL OF CONSTRUCTION:
FILTER HOUSING - CARBON STEEL
TARGET PLATE %" AR 320
2. FILTER HOUSING SHALL BE DESIGNED FOR 17" HG. & 7 PS5l Pred.

3. FILTER HOUSING SHALL BE EQUIPPED WITH FLANGE FOR
MOUNTING OF EXPLOSION RELIEF VENT.

4. PROVIDE ROTARY AIR LOCK AT DISCHARGE OF HOPPER.

5. ALL INSPECTION DOORS THAT PERMIT ACCESS TO MOVING
PARTS SHALL BE BOLTED.

6. PAINT SPECIFICATIONS:

FILTER HOUSING, FAN, AND ROTARY VALVE SHALL BE FINISH
PAINTED. PAINT SYSTEM SHALL INCLUDE SP6 BLAST, 2.5 MILS

DFT EPOXY PRIMER, AND 3.0 MILS DFT POLYURETHANE ENAMEL.

7. FUGITIVE DUST FAN SHALL BE DIRECT DRIVE ARRANGEMENT 4
RADIAL BLADE FAN RATED FOR —15 INCHES W.G. AND 1800 ACFM

8. FAN MOTOR SHALL BE PREMIUM EFFICIENCY.

9. MANUFACTURER SHALL TAG ALL COMPONENTS BEFORE
SHIPPING. ONE EXTRA COPY OF THE INSTALLATION
INSTRUCTIONS SHALL BE INCLUDED IN SHIPMENT.

10. BAG CLOTH NOT TO WEIGH LESS THAN 16 OZ. PER SQ. YARD.
EQUIPMENT SPECIFICATIONS
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MANUFACTURER MAC EQUIPMENT
MODEL 96AVR32
FAN MOTOR 15 HP 460/3/60 TEFC
AIR LOCK MOTOR 3/4HP 460/3/60 TEFC 518
AIR FLOW 2,500 CFM NI
/‘PLUSE CLEAN MANIFOLD FILTER BAGS 96" 16 OZ. POLYESTER NG
GROUNDING WIRES STAINLESS STEEL ]
. INSPECTION HATCH CLOTH AREA 291 SQFT
W = il RATIO 6.36:1 AIR TO CLOTH
! EFFICIENCY 99.9% OF +2 MICRON
DUST COLLECTOR(030.100) CONTROL PANEL NEMA 4X
\ | WEIGHT 3,660 LBS
16 OZ POLYESTER e
FILTER BAGS (32) — | TAG EQP’T 40.030.000
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