
HYD

4" NG

2- 1 1/2" C

2- 1 1/2" CS

10" WML

4" NG

SLUDGE 

PROCESSING

BUILDING ODOR 

CONTROL FACILITY

1941 ADMINISTRATION BUILDING

MUNICIPAL WASTE

TRANSFER STATION

EFFLUENT FLOW

METER VAULT

WASTE DEBRIS

DROP OFF

STATION

SCALE

HOUSE SOLIDS

PROCESSING

BUILDING

EXISTING 

TRANSFORMER

EXISTING ELECTRICAL

MANHOLE

EXISTING

BOLLARD

EXISTING FILTRATE SUMP

BOTTOM OF SUMP EL 2.93

EXISTING

MANHOLE

INV IN 4.09

INV OUT 4.07

INV IN 10.57

INV OUT 11.16

INV IN 9.18

PROJ

DATE

SHEET

DWG

FILENAME:

1 2 3 4 5 6

A

B

C

D

VERIFY SCALE

BAR IS ONE INCH ON

ORIGINAL DRAWING.

1"0

334058

MODIFIED TIME:MODIFIED DATE:

0 20 40 60

1"=20’-0"

LIMITS OF

PAVING

SWALE

334058

JUNE 2006

TOC 22.00
TOC 18.00

PRODUCT
SILOS

TOC 17.50

2009

OVERHEAD 

DOOR

SUB CONTRACTOR TO INSTALL

WHEEL BLOCK, SEE DETAIL

TYP OF 13
2019

PROVIDE STRIPING FOR

18’-0"x9’-0" PARKING,

TYP OF 13

NOTES:

2005

2002

13.50

IE 14.50

1.  SUB CONTRACTOR TO PERFORM CCTV INSPECTION WITH THE OWNER FOR THE

     EXISTING 10"SS AND THE EXISTING MANHOLE.  REHABILITATION, IF ANY, WILL BE

     COMPLETED AFTER CCTV INSPECTION HAS BEEN PERFORMED.

2.  SLOPE PAVEMENT TO MATCH DOOR THRESHOLD EL 18.08.  COORDINATE WITH

     ARCHITECTURAL AND STRUCTURAL DRAWINGS.

3.  SUB CONTRACTOR TO PERFORM EXCAVATION, BACKFILLING AND FINAL PAVING

     FOR THE INSTALLATION OF THE 6" NATURAL GAS LINE.

4.  NEW ASPHALT PAVEMENT SHALL BE CONNECTED TO EXISTING PAVEMENT PER

     DETAIL

5.  SUB CONTRACTOR TO PROVIDE ASPHALT PAVEMENT PER CITY OF STAMFORD DETAIL

6" NG

OVERHEAD 

DOOR

C-2401

INSTALL NEW

BOLLARD, SEE

                TYP OF 19

FOR CONTINUATION OF PIPING, 

SEE DWG B-2408 FOR 6" RD

stc2401_334058.dgn

C2

4

2

8" FS CL 14.0%%p

SUB CONTRACTOR 

TO INSTALL WET TAP 

FIRE SERVICE CONNECTION

LIMITS OF

PAVING

LIMITS OF

PAVING

EXISTING 6" NG CUT AND 

CAPPED AT VALVE.

INSTALLATION OF NEW 

GAS MAIN TO BE PERFORMED

BY YANKEE GAS (SEE NOTE 3)

6" NG

SUB CONTRACTOR TO

INSTALL WET TAP FOR W3

SERVICE CONNECTION

LIMITS 

OF PAVING

RTO

ABANDONED EXISTING

MANHOLE FILLED WITH

No. 57 STONE
5

5 ABANDONED EXISTING

MANHOLE FILLED WITH

No. 57 STONE

INV IN 4.48

INV OUT 4.32

GAS METERING

STATION SUPPLIED BY

YANKEE GAS

8" DIP FS

8" DIP FS

BOLLARD

2009

LIMITS OF

PAVING

2" HDPE NG

4" HDPE NG

PRODUCT SILO

DRAIN WITH 

CATCH BASIN, TYP

THRESHOLD

EL 18.08

SEE NOTE 2

RTO

RETAINING WALL

CLEANOUT

4" DIP D

CONCRETE STRUCTURAL

PAD FOR THE RTO, PELLET OILER

AND NITROGEN PURGE. SEE 

STRUCTURAL DRAWINGS FOR DETAILS

6" PD IE 6.50

8" PD IE 8.70

AND PROCESS DRAIN, SEE DWG B-2401

FOR LOCATION AND ELEVATION 

6" DIP D

PRECAST CONCRETE CURB

TOP OF CURB EL 17.50,

BOTTOM OF CURB EL 17.00

LIMITS OF 1973

BUILDING 

FOUNDATION

6" DIP PRODUCT

SILO DRAINS

INSTALL NEW 48" MANHOLE

(MH-01)

6" PVC

ROOF 

DRAIN

6" DIP W3

CONCRETE SLAB

AT EXISTING DOOR

PARKING

LIMITS 

OF PAVING

SEE STRUCTURAL DRAWING

FOR DETAILS OF THE PRODUCT

SILO CONCRETE SLAB

1958 INCINERATOR 

BUILDING

(SOLIDS DRYING 

FACILITY)

4" x 6" DIP CONC.

REDUCER

4

4

4

4

REMOVE DEBRIS IN 

CATCH BASINS AND PIPING

6

THESE RECORD DOCUMENTS HAVE BEEN

PREPARED BASED ON THE INFORMATION

PROVIDED BY OTHERS. THE DESIGN

PROFESSIONAL HAS NOT VERIFIED THE

ACCURACY AND/OR COMPLETENESS OF

THIS INFORMATION AND SHALL NOT BE

RESPONSIBLE FOR ANY ERRORS OR

OMISSIONS WHICH MAY BE INCORPORATED

HEREIN AS A RESULT.


