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1/4"=1’-0"

4" FD-2

4" FD-2

4" FD-2

4" PD FROM

ODOR CONTROL SUMP

IE 8.0

4" FD-3

W/4" FUNNEL

4" FD-2

4" FD-2

4" FD-3

W/4" FUNNEL

IE 7.57

NOTES:

1.

2.

SLOPE DRAINAGE LINES AT 2%

REFER TO SPECIFICATION SECTION 15060

FOR PIPING LEGEND (SCHEDULE).
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4" FCO-2

4" FD-3

W/4" FUNNEL

4" PD FROM

VENTURI SCRUBBER

FLANGED CONNECTION

IE 9.63

8" PD

IE 8.70

6" PD

IE 6.50

4" FD-2

STORAGE

AREA

3. THE PROCESS DRAIN LINES FROM THE VENTURI

SCRUBBER AND SATURATOR ARE ABOVE THE

PROCESS DRAIN LINES FROM THE FLOOR DRAINS.

4.

6" FCO-2

4" FD-2

RUNNING

TRAP

SEE NOTE 4

4" PD

6" PD

4" PD

4" PD

4" PD

4" PD

4" PD

4" PD

4" PD

3" V UP AND THROUGH ROOF

8" PD FROM SATURATOR

FLANGED CONNECTION

7552

M-2401

5.

PRIME THE RUNNING TRAP FROM THE ELECTRONIC

TRAP PRIMER LOCATED IN THE WASHROOM. REFER

TO DWG B-2411 FOR ADDITIONAL INFORMATION.
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6. FOR PIPE TYPE REFER TO PIPING SCHEDULE.
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THESE RECORD DOCUMENTS HAVE BEEN

PREPARED BASED ON THE INFORMATION

PROVIDED BY OTHERS. THE DESIGN

PROFESSIONAL HAS NOT VERIFIED THE

ACCURACY AND/OR COMPLETENESS OF

THIS INFORMATION AND SHALL NOT BE

RESPONSIBLE FOR ANY ERRORS OR

OMISSIONS WHICH MAY BE INCORPORATED

HEREIN AS A RESULT.

DRYER EQUIPMENT AND PLATFORMS PROVIDED BY

ANDRITZ RE SHOWN FOR REFERENCE ONLY. REFER 

TO ANDRITZ DRAWINGS FOR EXACT LOCATION AND

ELEVATION OF EQUIPMENT.

4" FD-2


