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STAIR NO. 4

1/4"=1’-0"
1

OPEN TO 

SOLIDS DRYING ROOM
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ALUMINUM

36" OA

FROM SLUDGE

PROCESSING

BUILDING

RUN ABOVE

PARAPET WALL

15454 TYP

S
 L

A
R

O
C

Q
U

E

H
V

A
C

24" DIA SA 28" DIA SA 32" DIA SA 36" DIA SA

CL EL 58.83–

24" DIA EA

UP THROUGH ROOF

24" EA

CL EL 59.50

22" EA 20" EA

30"x15" DL

TYP OF 4

(2875)

36" DIA SA FROM ABOVE

TRANSITION FROM 55"x26" AHU

CONNECTION TO 36" DIA

THIRD FLOOR PLAN

ELECTRICAL

ROOM

EF424-02

SUPPORT FAN FROM WALL

24"x24" PCD

(100)

6" EA UP TO

CL EL 54.25

24"x24" RG

TYP OF 2

(1250)

16"x26" RA

BOD EL 57.25–

18"x14" SA

BOD 57.25–

18"x14" SA

FROM AHU424-02

16"x26" RA UP TO

AHU424-02 ABOVE
14" DIA RA

FLEXIBLE DUCT

TRANSITION TO RG

HCP424-02

HCP424-01

24"x24" CD

WITH 8" NECK

TYP OF 6

(417)

8" DIA SA INSULATED

FLEXIBLE DUCT

8" DIA SA

STUB C/W

BALANCING DAMPER

TYP

36"x14" EG

TYP OF 3

(2567)

6" EA

CONNECT TO BLOCK VENT

SEE ARCHITECTURAL DWG

FOR ELEVATION LOCATION

B-2402

(PACKAGED WITH AHU424-01)

(PACKAGED WITH AHU424-02)

NOTES:

1.

36" DIA OA DOWN

INCREASE TO 48" DIA PRIOR TO

32" TEE CONNECTION FROM SOLIDS DRYING FACILITY

REFER TO DWG B-2401 FOR CONTINUATION

DUCT MOUNTED

SMOKE DETECTOR

B4

stb2402 334058.dgn
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THESE RECORD DOCUMENTS HAVE BEEN

PREPARED BASED ON THE INFORMATION

PROVIDED BY OTHERS. THE DESIGN

PROFESSIONAL HAS NOT VERIFIED THE

ACCURACY AND/OR COMPLETENESS OF

THIS INFORMATION AND SHALL NOT BE

RESPONSIBLE FOR ANY ERRORS OR

OMISSIONS WHICH MAY BE INCORPORATED

HEREIN AS A RESULT.

15473

DUCTWORK

SUPPORT

TYP

SPACE TEMPERATURE SENSOR

(PACKAGED WITH AHU424-02)

DRYER EQUIPMENT AND PLATFORMS PROVIDED BY

ANDRITZ ARE SHOWN FOR REFERENCE ONLY. REFER 

TO ANDRITZ DRAWINGS FOR EXACT LOCATION AND

ELEVATION OF EQUIPMENT.

2. ALL DUCTWORK FOR HVAC SYSTEMS TO GALVANIZED STEEL.


